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Model Capacity Lift Speed Headroom Weight
Number (lbs.) (ft.) (ft./min.) (in.) (lbs.)

HED-125-10-S 125 10 69 12.4 23
HED-220-10-S 220 10 43 12.4 23
HED-250-10-S 250 10 26 12.4 24
HED-350-10-S 350 10 66 13.0 33
HED-400-10-S 400 10 26 12.4 24
HED-525-10-S 525 10 44 13.0 33
HED-1050-10-S 1050 10 22 20.5 46

SPECIFICATIONS - Single Speed 

Model Capacity Lift Speed Headroom Weight
Number (lbs.) (ft.) (ft./min.) (in.) (lbs.)

HED-125-10-DS 125 10 69/13 12.4 24
HED-220-10-DS 220 10 43/10 12.4 24
HED-250-10-DS 250 10 26/10 12.4 25
HED-350-10-DS 350 10 66/13 13.0 34
HED-400-10-DS 400 10 26/10 12.4 25
HED-525-10-DS 525 10 44/10 13.0 34
HED-1050-10-DS 1050 10 22/6 20.5 47

SPECIFICATIONS - Dual Speed 

Model Capacity Lift Speed Headroom Weight
Number (lbs.) (ft.) (ft./min.) (in.) (lbs.)

HED-125-6-DA 125 6 69/13 37.2 31
HED-220-6-DA 220 6 43/10 37.2 31
HED-250-6-DA 250 6 26/10 37.2 32
HED-350-6-DA 350 6 66/13 37.8 40
HED-400-6-DA 400 6 26/10 37.2 32
HED-525-6-DA 525 6 44/10 37.8 40

SPECIFICATIONS - Dual Adjustable Speed

Model HED - Electric Chain Hoist

PRODUCT OPTIONS:
• Extra Lift - specify total lift required.
• Additional Power Cord Length - specify total length required.
• Additional Pendant Length - specify total length required.
• Chain Container - for longer lifts.

• Capacity Range: 125 to 1050 pounds.
• Control Voltage: 120V direct.
• Power Supply: 120-1-60.
• Classifications: ASME H2.

PRODUCT FEATURES:
• Low headroom design.
• Heavy duty motor.
• Double braking system.
• Lightweight aluminum body.
• Single chain fall, through 525 pounds.
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